


hydraulic jacks

5 Tonne Hydraulic Toe Jack

This robust steel body jack is rated at 5 tonnes on both the head
and toe, and can be used in a horizontal or vertical position.
Lightness in weight, low lever effort, and 41mm minimum toe height
combine to make this an ideal general-purpose jack.

Features • Can be used in horizontal or vertical
position

• Built in pressure relief valve prevents
over-loading

• Positive stop prevents over-stroking

• Low clearance (41mm)

• Fast operation - 10mm per stroke

• Reliable and robust - hydraulics totally
enclosed

• Ferrous construction - suitable for
underground working

model capacity height stroke toe min weight
 no (tonnes) (mm) (mm) height (kg)

 (mm)

HT175 5 327 175 41 17

Operating lever.  Weight 3.8 kg.  Length 920 mm.
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Aluminium “Mini Jacks”,
6.5 – 15 Tonne Capacity

Power Jacks “Mini Jacks”, combine strength with the ultimate in
lightweight and portability. Manufactured from aluminium alloy
these jacks will fit into the smallest places and operate in any
position. The largest in the range, with a 15 tonne capacity, weighs
in at only 10kg.

Features • 3 Standard Models

• Safe - relief valve prevents overloading

• Lever socket pivots up to 45º

• Compact and light-weight

• Operates in any orientation

• Well engineered, servicing and repair
easily undertaken

model capacity stroke weight lever
 no (tonnes) (mm) (mm) weight

(kg)
 

MJ82 6.5 82 3.17 0.9

MJ115 10 115 6.3 1.7

MJ152 15 152 10 1.7

Optional base holes available.
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Aluminium “SuperJacks”,
20 to 100 Tonne Capacity – Plain Ram Type

Power Jacks aluminium “Superjacks” are designed to manoeuvre
heavy loads with maximum safety. Overload protection in the form
of a high pressure relief valve prevents lifting of loads in excess of
the rated capacity. A fail-safe positive stop mechanism prevents
overstroking of the ram by venting oil to the reservoir when the
stroke limit is reached. Unlike some other jacks, full capacity is
within the capability of one man. Control is provided by the
hexagon key in the operating lever which smoothly controls the
release valve. On most jacks, the operating lever can be fitted in any
one of three positions in the quadrant to obtain the most suitable
operating height. The jacks can be used vertically on the base or
horizontally on front face due to the carefully positioned breather.

Features • 7 Standard Models

• Aluminium construction, minimised
weight

• Reliability through totally enclosed and
lubricated parts

• 152mm - 305mm strokes

• Safety through overload and overstroke
protection

• Minimum operator effort

• Easy operation through hexagon key

• Wide range of models

• Easy to maintain

• Ready to use

• All jacks with 305mm stroke have
extended base for extra stability

model capacity closed stroke lift/ weight
 no (tonnes) height (mm) stroke (kg)

(mm)  (mm)

SP20152 20 263 152 1.1 10.9

SP20305 20 438 305 1.1 16.7

SP30152 30 263 152 0.7 15.4

SP30305 30 451 305 0.7 23.4

SP60152 60 293 152 0.3 27.4

SP60305 60 500 305 0.3 43.7

SP100152 100 310 152 1.1 49.0

Operating lever.  Weight 2.2 kg.  Length 762 mm.
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Aluminium “SuperJacks”,
20 to 100 Tonne Capacity – With Safety Nut

These Jacks are identical to the plain ram type other than the ram
is threaded and includes a safety nut which can be used where it is
necessary to sustain loads over long periods of time.

As with the other “Superjacks”, overload protection in the form of
a high pressure relief valve prevents lifting of loads in excess of the
rated capacity. A fail-safe positive stop mechanism prevents
overstroking of the ram by venting oil to the reservoir when the
stroke limit is reached. Unlike some other jacks, full capacity is
within the capability of one man. Control is provided by the
hexagon key in the operating lever which smoothly controls the
release valve. On most jacks, the operating lever can be fitted in any
one of three positions in the quadrant to obtain the most suitable
operating height. The jacks can be used vertically on the base or
horizontally on front face due to the carefully positioned breather.

Features • 7 Standard Models

• Threaded ram with safety nut

• Aluminium construction, minimised
weight

• Reliability through totally enclosed and
lubricated parts

• Safety through overload and overstroke
protection

• Minimum operator effort

• Easy operation through hexagon key

• Wide range of models

• Easy to maintain

• Ready to use

model capacity closed stroke lift weight
 no (tonnes) height (mm) stroke (kg)

(mm)  (mm)

SS20152 20 263 152 1.1 12.5

SS20305 20 438 305 1.1 18.0

SS30152 30 263 152 0.7 16.5

SS30305 30 451 305 0.7 24.5

SS60152 60 293 152 0.3 30.0

SS60305 60 500 305 0.3 44.0

SS100152 100 310 152 1.1 54.0

Operating level.  Weight 2.2 kg.  Length 762 mm.
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Aluminium “SuperJacks”,
20 to 60 Tonne Capacity – Toe Jack

Power Jacks aluminium “Superjacks” with toe are similar to the
plain ram type but with the added functionality of a lifting toe that
can be used for conventional or low height lifting. The aluminium
base is extended for maximum stability when lifting with the claw.

Note: The toe is load rated at 40% of the jack ram capacity.  A
toe must not be used on a safety nut jack or a jack without an
extended base.

As with the plain ram, the jacks incorporate overload protection in
the form of a high pressure relief valve that prevents lifting of loads
in excess of the rated capacity.  A fail-safe positive stop mechanism
prevents overstroking of the ram by venting oil to the reservoir
when the stroke limit is reached. Unlike some other jacks, full
capacity is within the capability of one man. Control is provided by
the hexagon key in the operating lever which smoothly controls
the release valve. On most jacks, the operating lever can be fitted in
any one of three positions in the quadrant to obtain the most
suitable operating height.

Features • 6 Standard Models

• Dual purpose jack that can be used for
low-height or conventional lifting

• Extended base for added stability

• Aluminium construction, minimised
weight

• Reliability through totally enclosed and
lubricated parts

• Safety through overload and overstroke
protection

• Minimum operator effort

• Easy operation through hexagon key

• Wide range of models

• Easy to maintain

• Ready to use

model ram claw closed stroke min toe weight
 no cap. cap. height (mm) height (kg)

(tonnes) (tonnes)  (mm) (mm)

ST20152 20 8 263 152 67 14.5

ST20305 20 8 438 305 67 22.2

ST30152 30 12 263 152 73 20.3

ST30305 30 12 451 305 73 31.0

ST60152 60 24 293 152 73 43.1

ST60305 60 24 500 305 73 64.9

Operating lever.  Weight 2.2 kg.  Length 762 mm.
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Hydraulic Bottle Jacks – Toe Type
2 to 15 Tonne Capacity

Combining the comparatively low cost of a bottle jack with the
versatility offered by a toe jack, these dual purpose jacks offer a
solution to problems of working in confined spaces. The low toe
height will offer easy access when moving heavy plant equipment
while the same load can be applied to the head for any general
purpose lifting.

Features • Same capacity for head and toe

• Pump lever rotates 270º
(except 2 tonne model 180º)

• Height of toe allows easy access to low
height applications

• External springs allow for self retraction
of jack under no load

• Lifting handle allows for ease of
transport

• Safety relief valves for overload
protection

• Robustly manufactured, heavy duty,
welded steel construction

• Large base for increased stability

model capacity stroke min toe weight
 no (tonnes) (mm) height (kg)

(mm)
 

PJM-2 2 113 16 8

PJM-5 5 120 22 19

PJM-10 10 145 28 38

PJM-15 15 140 28 41
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Hydraulic Bottle Jacks –
2 to 30 Tonne Capacity

Universal jacks for general operations like lifting, pushing and
moving. These jacks can be used in either vertical or horizontal
positions. (Read operator instructions). The additional screw
extension bridges slack space.

Features • 7 Models available

• 115mm - 180mm strokes

• Screw Extensions standard on
2 - 20 Te models

• Lightweight and durable

• CE marked

• Operating lever included

model capacity closed stroke screw max. weight
 no (tonnes) height (mm) ext. height (kg)

(mm)  (mm) (mm)

PJH-2 2 181 115 50 346 2.7

PJH-4 4 205 126 60 391 3.7

PJH-6 6 219 130 75 424 4.7

PJH-8 8 225 152 70 447 5.7

PJH-12 12 240 153 80 473 8.0

PJH-20 20 240 153 80 473 11.0

PJH-30 30 280 180 - 460 22.0
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