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Mechanical Track Jacks

Power Jacks have been manufacturing track jacks for over 70 years
for track lifting, surfacing, lining and many other maintenance
procedures. Track jacks are designed to operate safely with a
minimum amount of handle effort.

The quick “trip” mechanism allow the jacks to be instantly tripped
while under load.

Warning:These jacks are intended for use only in railway
track maintenance.They should never be used for general
purpose lifting.

Duff-Norton

The “Duff-Norton” 117a, 117 and 517-AD, offer the user jacks in
strong light-weight aluminium or rugged cast iron.

Features * Spring loaded pawls ensure teeth to
rack engagement

e The jacks come complete with round
socket to accommodate light-weight
wooden lever bar. (117a and 117)

 Easy to carry “loop” handle

Simplex

The “Simplex” A5,A8 and A17 are also manufactured of light-
weight aluminium.

Features e Square sockets designed for use with
standard railway lining bars.
* Large 3'/4” wide grooved toe for stable
jacking

¢ Rust proof tension spring which
maintains full pawl engagement

height toe min
(mm) height
(mm)

517-AD 15 292 127 51 15
117 15 559 305 51 30
5 117A 75 559 305 51 21
et A5 15 279 133 51 14
A8 15 397 197 51 17
Al7 15 575 330 51 23
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Hydraulic Track Jacks

The “Simplex” range of hydraulic track jacks have been designed to
reduce the risk of operator injury, especially back injuries.
Extremely versatile, the Pow'rClaw track jacks are setting new
standards for safety and productivity with track maintenance crews

throughout the world.

Features

« Light weight/heavy duty - weighing only
slightly more than a mechanical track
jack.

« Eliminates “shake off” - hydraulic track
jacks can lift and lower in precise
controlled amounts if desired

¢ Operates in horizontal position — for
gauging or lining track

* Large solid base provides more surface
area and greater support in soft ballast

e Low handle effort allows easy, one man
operation when lifting heavy loads such
as diamonds, frogs and concrete tie
sections

» No kick back from lever bars if they are
accidentally released. This greatly

reduces the risk of injuries

e Removable pump allows the self
contained jack to be converted to a

remote style

 Safety Key lock prevents the jack toe
body from swivelling for safe and stable
jacking

e Low profile version (TJL05AX) has
removable and replaceable toe foot.

« Self-contained for spot surfacing, lining
and shimming

e Convertible to remote for multiple
point lifting from a single remote power
source

« Jack from either the top or the toe

height toe min

(mm) height

(mm)
TI109S 10 559 229 57 26
TI109B 10 559 229 57 25
TI105AX 10 232 114 85 18
TI109R 10 559 229 57 24
TI109BR 10 559 229 57 22
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Locomotive and Carriage Jacks

“Simplex” Pow’R-Riser I

For jacking railway stock, the new Pow'r Riser Il is powered by air
or electric motor. It comes in 20 different models with load
capacities from 60 to 200 tons.They incorporate individual
extensions and spacers at the top of the jacking piston that allows
the operator to position the jack, then easily extend the minimum
height to accommodate various rail carriages without putting the
jack on blocks. Once the load is raised, locking rings act as a built in
jack stand that mechanically locks the load in place.

Please ask for our separate railway catalogue for a more
detailed description of the different models and accessories
for this product.

“Duff-Norton” Air Motor Jack

The Duff-Norton Air Motor jacks are offered in seven models from
20 to 100 ton.These precision built, sturdy, dependable machines
employ the time tested basic screw principle with fool-proof, built-
in rotary air motor. Can be synchronised for simultaneous
operation of two jacks through use of a“Y” connection. Used for
raising and lowering freight cars, diesel locomotives and truck
trailers.

Please ask for our separate railway catalogue for a more
detailed description of the different models and accessories
for this product.




